














COMEUP

DV-4500i utility Duty Winch

» Rated Line Pull: 2,041 kg / 4,500 Ib

* Part Number: PN 641656 12V DC motor
PN 642037 24V DC motor

DV-3500i utility Duty Winch
= Rated Line Pull: 1,588 kg / 3,500 Ib
= Part Number: PN 641101 12V DC motor

PN 641371 24V DC motor

DV-2500i utility Duty Winch

» Rated Line Pull: 1,134 kg / 2,500 Ib

= Part Number: PN 640333 12V DC motor
PN 640614 24V DC motor

SPECIFICATIONS
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Model Number DV-4500i DV-3500i DV-2500i

Line pull 2,041 kg /4,500 Ib 1,588 kg / 3,500 Ib 1,134 kg / 2,500 Ib

Motor 12V 1,200 w / 1.6 hp, permanent magnet 900 w /1.2 hp, permanent magnet 600 w / 0.8 hp, permanent magnet
24V 1,200 w/ 1.6 hp, permanent magnet 900 w/ 1.2 hp, permanent magnet 600 w / 0.8 hp, permanent magnet

Gear train 3 stage planetary gears

Gear ratio 170:1

Clutch (freespooling) Sliding ramping

Brake Automatic load-holding mechanical brake

Rope size (mm x m) 6.3 x 15.2 (1/4" x 50" 5.5x15.2 (7/32" x 50" 4.8 x 15.2 (3/16" x 50")

Rope type Galvanized aircraft A7 x 19

Drum size (mm x mm) 94 x 83 (2.1" x 3.3")

Mounting bolts pattern (mm x mm) 86 x 93 (3.4" x 3.7")

Winch weight (including rope) 14.2kg/31.21b 13.9kg/30.61b 13.5kg/29.7 Ib

Gross weight 18.2kg/401b 17.9kg /394 1b 17.5kg/38.51b

Box dimension, mm (L x D x H) 462 x 271 x 185 (18.2" x 10.7" x 7.3")

PERFORMANCE DATA

Line Speed and Amp. Draw
(1% layer of wire rope on the drum) Ciow Pl el Fiops CRpRcEy
Model Number DV-4500i DV-3500i DV-2500i Model Number DV-4500i DV-3500i DV-2500i
Line Pull Line Speed Amp. Draw Line Speed Amp. Draw Line Speed Amp. Draw | Layer of Wire Pull by Layer Total Rope Pull by Layer Total Rope Pull by Layer Total Rope
kg/lb  mpm/fpm 12V 24V mpm/fom 12v 24y mpm/fom 12y 24v | Rope e e B e I S
No Load 65/21.3 26 10 65/213 25 10 50/164 30 10 1 2,041/4500 24/79 1588/3500 27/89 1134/2500 3.1/10.2
454/1,000 50/164 110 585 bH0/164 110 55 46/110 80 @ &6 2™ 1688/3,722 53/174 1340/2954 6€60/196 975/2149 6.7/22.0
207 / 2,000 36/118 210 85 J36/11.8 200 100 23175 180 115 3" 1440/3,174 87/286 1,159/25565 97/318 855/1,885 10.8/355
1,134/2500 32/105 240 110 32/105 230 115 1.3/4.2 200 140 4" 1,255/2,766 126/41.4 1,021/2251 13.9/457 761/1,678 15.2 /50
1,361/3,000 25/82 270 120 25/82 260 140 5" 1.112/2451 152/50 913/2012 152/50 - -
1,588 / 3,500 18/59 290 140 18/59 300 180

1,814 /4,000 14/46 310 155
2041/4500 04/13 330 170

DIMENSION mm/in (DV-4500i/3500i/2500i)
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ACCESSORIES

Wireless Remote Control
Part Number: PN 881262
for automotive winches with a 6-pin plug

« Work with any 12 or 24 volt automotive winches (Except Seal
DS-9.5r/9.5rs/9.5ri/9.5rsi)

« 2.4 GHz high frequency device features never in-band interference within
27m (90) radius

« |P66 waterproof transmitter and receiver ensure all weather protection

« Wiring hamess with built-in antenna designs for quick installation and easy
wireless operation

« Switch power being on after a 5-seconds continuous press on the button for
safety work

« Cut the power after a 5-minutes silence for safety work and for conserving
battery life

 The transmitter can be self-coded, simplifying installation and replacement

SPECIFICATIONS

Frequency 2.4 GHz

Remote range up to 27m (90")

LED indication Green light for power on.
Red light for winching.
Blinking green light for low battery life.

Blinking red light for poor signal received.

Transmitter 3V lithium battery
weighing60g /2.1 0z
Receiver DC 8 - 24V rated 7.5 A
weighing 150 g/ 5.3 oz
WARRANTY

- Each new wireless remote control is guaranteed against defects in
workmanship and material defects for a period of one (1) year from date
of purchase

* Dimension mm/in

116(4.6") _34(1.3")

o

97.8(3.9")

COMEUP

Winch Accessory Kit

Medium Duty Kit

Part Number: PN 881662 for DV-6000S/6000L,

DV-9/9i, Seal DS-9.5/9.5s/9.5rs, Seal DS-9.5i/9.5si/9.5rsi

Designed for winch single line capacity to 4.309 kg /9.500 Ib
Includes:

+ 10,000 kg / 22,000 Ib maximum capacity snatch block, PN 881079
* 100 mm x 2.4 m (4" x 8') tree trunk protector strap, PN 881091

« 75 mm x 9 m (3" x 30') recovery strap rated to 9,797 / 21,600 Ib, PN 881090
« Bow shackle, 20 mm (3/4") Pin diameter, PN 881092

* Recovery damper, PN 881557

« Leather gloves, PN 881558

+ Duffel bag, PN 881661

Winch Accessory Kit

Medium Duty Kit

Part Number. PN 881088 for DV-6000S/6000L,

DV-9/9i, Seal DS-9.5/9.5s5/9.5rs, Seal DS-9.5i/9.5si/9.5rsi

Designed for winch single line capacity up to 4.309 kg /9.500 Ib
Includes:

* 10,000 kg / 22,000 Ib maximum capacity snatch block, PN 881079
« 100 mm x 2.4 m (4" x 8') tree trunk protector strap, PN 881091

« 75 mm x 9 m (3" x 30') recovery strap rated
to 9,797 /21,600 Ib, PN 881090

» Bow shackle, 20 mm (3/4") Pin diameter, PN 881092
* Winch cover PN 881094

+ Leather gloves, PN 881089
* Nylon soft case PN 881093

Winch Accessory Kit

Heavy Duty Kit

Part Number: PN 881095 for DV-12/15/12 light

Designed for winch single line capacity up to 6,803 kg / 15,000 Ib
Includes:

+ 13,610 kg / 30,000 Ib maximum capacity snatch block, PN 881082
* 100mm x 2.4m (4" x 8') tree trunk protector strap, PN 881091

« 75mm x 9m (3" x 30') recovery strap rated
to 9,797 kg / 21,600 Ib, PN 881090

* Bow shackle, 20 mm (3/4") pin diameter, PN 881092

* 3 mof 8 mm (10’ of 5/16") grade 70 choker chain with hooks, PN 881096
« Winch cover, PN 881094

« Recovery damper, PN 881557
+ Leather gloves, PN 881558

* Nylon soft case, PN 881093
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Recovery Damper Quick Connector
A recovery damper is safety device designed to help eliminate the possibility of PN 881075 S0A
injury or property damage in the event of a wire rope failure. PN 881557
jury or property damag p PN 881076 175A OPN o (——

DC Solenoid
CD M EU = for DV-2500i/3500i/4500i, {\? PN BBGTT
DV-6000S/6000L - PN 881078

Work Tough, Play Tough

Sealed Contactor

PN 881355 (12V)/ PN 881356 (24V)
400A, for DV-9/91/12/12 light/15,

Seal DS-9.5/9.5s/9.5rs,

Seal DS-9.5i1/9.5si1/9.5rsi

PN 881357 (12V)/ PN 881358 (24V)
250A, for DU-3000/4000

Leather Gloves
Always use leather gloves when handling the wire/synthetic rope to protect
your hands. PN 881558

« PN 881355/ 56

o
PN 881077 (12V)/ PN 881078 (24V) }-"\ *5'*\,'?

Ez:;';_:n
I « PN 881357 /58

Remote Control

PN 880295

for DV-2500i/3500i/4500i,

PN 880025

for DV-6000S/6000L, DU-3000/4000
Synthetic Rope with Hook PN 880126
Part Number: PN 881304 for Seal DS-9.5/9.5s/9.5rs,
for Seal DS-9.5s/9.5rs/9.5s1/9.5rsi Seal DS-9.5i/9.5si/9.5rsi, DV-9/9i/12/15/12 light
+ Lightweight, high strength and no water absorption. (coming with protective thermal sensor LED)

« Rope comes with clevis hook.

« A 12 strand construction rope coated to improve abrasion resistance and to
protect the rope from the ingress dirt and grit.

oy |

« 30.5 m (100) of 9.5 mm (3/8") diameter synthetic rope designs for off-road « PN 880295 « PN 880025 » PN 880126
winches application with line pull of 4,309kg (9,500 Ib) or less.

Snatch Block

PN 881079

Max load 10,000 kg / 22,000 Ib for DV-6000S/6000L, DV-9/9i,
Seal DS-9.5/9.58/9.5rs, Seal DS-9.51/9.5s1/9.5rsi

PN 881080
Max load 5,000 kg / 11,000 |b for DU-3000/4000, DV-2500i/35001/4500i

PN 881082
Max load 13,610 kg / 30,000 Ib for DV-12/15/12 light

Tree Truck Protector Strap
A tree truck protector strap is useful for connecting a winch wire rope to almost -~
any anchor point but is primarily designed to prevent a tree from ring barking.

PN 881091

« PN 881079 » PN 881080 - PN 881082

Roller Fairlead
PN 880289
63 mm throat for DV-2500i/3500i/4500i

PN 880066

Recovery Strap 180 mm throat for DV-12/15
Use a recovery strap to snatch or pull out a stuck vehicle. PN 881090 PN 880096

109 mm throat for D\V-6000S

PN 880023
210 mm throat for D\V-6000L,
DV-9/9i/12 light, Seal DS-9.5/9.5i

PN 880231
65 mm throat for DU-3000

PN 880132
109 mm throat for DU-4000

Bow Shackles
20 mm (3/4") pin diameter PN 881092

Hawse Fairlead
PN 881061
184 mm throat for

Emergency Stop Switch Seal DS-9.5s/9.5rs/9.5si/9.5rsi

400A PN 881668
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Mounting Channel
PN 881083

Front mounting for DV-6000L, DV-9/9i/12 light,
Seal DS-9.5/9.5s/9.5rs,

Seal DS-9.51/9.5si1/9.5rsi

PN 881084

Multi-purpose mounting for DV-6000L,
DV-9/9i/12 light,, Seal DS-9.5/9.5s/9.5rs,
Seal DS-9.5i/9.5si/9.5rsi

PN 881085
Front mounting for DV-12/15

PN 881086
Rear mounting ass'y for DV-60005

« PN 881083
- PN 881085

- PN 831084

» PN 881086

Detachable Control Box
PN 880098 (12V) / PN 880099 (24V)
for DV-6000S/6000L

PN 881164 (12V)/ PN 881165 (24V)
for Seal DS-9.5/9.5s, DV-9/12/15/12 light

PN 880273 (12V) /PN 880274 (24V)
for DU-3000/4000

PN 881168 (12V)
for Seal DS-9.5rs, built-in wireless receiver

Bridge Control Box -
PN 881160 (12V)/ PN 881161 (24V) —
for DV-9i

. COMELIF J
PN 881170 (12V)
for Seal DS-9.5rsi built-in wireless receiver

PN 880351 (12V)
for Seal DS-9.51/9.5si

Cable Tensioner
PN 881087
204mm for DV-12/15

Automotive Winch Accessories Chart

Seal Seal Seal Seal Seal Seal

Model Number DS95 DS95s DS95rs DS95i DS-9.5si DS9.5rsi

Line Pull kg 4309 4309 4309 4308 4308 4309
Ib 9500 9,500 9500 9500 9500 9500
Remote Control B [ ] L @ @& @
Control Box 12V ) & % @ ® L]
24V - - - - - -
Wire Rope w/Hook o] - - L -
Synthetic Rope w/Hook - @ 2 - @ B
Roller Fairlead k2 - & & -
Hawse Fairlead = @ L] = @ &
Circuit Breaker @ (s’ © s (s’ ©
Battery Lead @ L @ & @ @
Handsaver Strap @ @ o i [ 2
Cable Tensioner = = = = - 7
Snatch Block O © o] o O e]
Mounting Channel @ (o] (o] o © (o]
Winch Accessory Kit o] (@] (o] s s (o]
Wireless Remote Control © ©  Buitin © @ Built-in
Recovery Damper & @ 2 & ] @
Gloves & & & & @ &

DV-15

15,000

o 0 © @ O 0 @ @ ©
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Wire Rope with Hook

PN 880288

4.8 mm X 15.2 m for DV-2500i

PN 880298

5.5mm X 15.2m for DV-3500i

PN 880305

6.3 mm X 15.2 m for DV-4500i

PN 880052

9.5 mm X 38 m for DV-12

PN 881246

11.1 mm X 27 m for DV-15

PN 880010

8.3 mm X 30.5 m for DV-9/9i

PN 880112

8.7 mm X 30.5 m for Seal DS-9.5/9.5i
PN 880083

7.1 mm X 24.4 m for DV-6000S

PN 881060

7.1 mm X 30.5 m for DV-6000L

PN 880230

4.8 mm X 15.2 m w/stopper for DU-3000
PN 880268

5.5 mm x 15.2 m wistopper for DU-4000
PN 881522

9.5 mm X 25 m for DV-12 light

Base Plate Kit
PN 880232

for DU-3000

PN 880269
DU-4000

Battery Isolation Switch
PN 881097

2 Position Off-On 12V 500 Amp
for DV/Seal DS/DU Series Winch

DV-12

DV-12 light Dv.9 DV DV-6000S DV-6000L DU-4000 DU-3000 DV-4500i DV-3500i DV-2500i
6,803 5443 5443 4082 4082 2722 2722 1814 1361 2041 1588 1,134
12,000 12000 9,000 9000 6,000 6,000 4000 3000 4500 3500 2500
@ & & & Ll @ D & @ @ L3
& @ @ & B & & ®  Builtin  Built-in  Built-in
i & i i ® ] & ®  Bultin Built-in - Built-in
L L @ @ ® L B @ @ @ @
® @ @ ® @ ] ® ® ] @ @
o (o] B Q@ © o] @ & @ ® ®
@ & @ @ @ @ e & @ @ &
® [ @ ® L ] @ [ @ ® & @
o - _ _ _ _ ; _ _
8] © © 8] © e] o @ &) 8] ©
o] (o] L+ o] © o] = : -
o (8] (] o (s] 8] (8] @ o o ©
o (8] (] o (8] 5] 8] (8] (5] o (o]
8] (o] © 8] © (o] o @ e] o ©
o] © o o] © (&) o (o] o] o @

@

@® Means as a standard accessory / © Means as an option accessory





